












Delivering world-class performance
If you’re in the market for a light-duty truck, choosing the HD light duty truck series is a sound business decision. 
Engineered and tested at Hyundai’s world-class research and development facilities using state-of-the-art tools, 
they meet the highest quality standards and are truly world-class performers. 

With the HD light duty truck series’ reputation for cost efficiency, minimal downtime and outstanding return on investment, 
the base of satisfied HD light duty truck owners and operators continues to grow steadily around the world. 



HD78

Wide Cab 

2,000
1,495
235

1,665 1,120 2,780

*2,240

1,360
5,260

3,535

2,
27
0

 Standard Cab Short Wheel Base

2,000
1,495
235

1,665 1,120 2,780

*2,240

1,360
5,260

3,535

2,
27
0

Standard Cab Long Wheel Base

1,120 3,735

*3,195

4,880

1,815
6,590

Super Cab Long Wheel Base

1,120 3,735

*2,895

1,735
6,590

4,560

HD72

2,000
1,495
235

1,650 1,120 2,750

*2,210

1,360
5,230

3,505

2,
21
5

Wide Cab 

2,000
1,495
235

1,650 1,120 2,750

*2,210

1,360
5,230

3,505

2,
21
5

4,880

1,120 3,735

*3,195

1,735
6,590

1,120 3,735

*2,895

1,735
6,590

4,560

Standard Cab Long Wheel Base Standard Cab Short Wheel Base Super Cab Long Wheel Base

HD65

2,000
1,495
200

1,665 1,120 2,750

*2,210

1,360
5,230

3,505

2,
19
5

Wide Cab 

2,000
1,495
200

1,665 1,120 2,750

*2,210

1,360
5,230

3,505

2,
19
5

1,120 3,375

*2,835

1,625
6,120

4,315

1,120 3,570

*2,730

1,635
6,475

4,310

Standard Cab Long Wheel Base Super Cab Long Wheel Base Standard Cab Short Wheel Base

* Cab to Axle

Line-up & Dimensions
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Color Guide

VW (Vanilla White)

Annotations
1)	 This vehicle specifications may differ per country and allow for producton tolerance.
	 (Especially for engines, only representative ones are here.)

2)	 Long wheelbase models differ the length of the wheelbase. 
	 (e.x. HD 65 is 3.4m, and the others are 3.8m) Please refer to the Dimension table on the left.

3)	 Chassis cab weight includes weight of oil, fuel, coolant and spare tire carrier & bracket, spare tire 
	 but exclude standard tool set.

3)	 Hyundai Motor Company reserve the right to make change in specifications, equipments and design or 
	 to discontinue models or options without notice at any time.

OB (Onyx Blue)

Model
Drive

System

GVW (kg) Application Engines Cab

Max Front Rear
Short

(W.B: 2.8m)
Long

(models differ the W.B)
Standard Super Double

HD55 Wide

4X2

5,500 2,500 3,000
F-d

D4DC
D4DB

- ●

HD65 Wide 6,500 2,300 4,200
D4DD
D4GA

(W.B: 3.4m)
D4DC
D4DD
D4GA

● ● ●

HD72 Wide 7,300 2,600 4,700
D4DC

D4DB14/13
D4DD

(W.B: 3.8m)
D4DC

D4DB14/13
D4DD

● ●

HD78 Wide 7,800 3,100 4,700 D4DD

(W.B: 3.8m)
D4DC

D4DB14/13
D4DD
D4GA

● ●

Specifications

Standard Cab

Super Cab

Double Cab


